Casing
Shoes (ft)

Schematic (6/21/2010)

Openings Top'Btm/ Type/Status

G50, 0 .

Prod Csg
TTOC:

C
7.670.0

=t [

Wellbore
Status:
Active Injector

NO USDW
PRESENT

Top of Injection

Zone:
B-Sand 6821’

65,986.0f, 7,044 0ft, PERFORATED,
|SOLATED

7,060.0ft, 7,200.0f, FERFORATED,
| SOLATED

7,226.0f, 7,242 0ft, PERFORATED, OPEN
7,25000ft, 7,262 0ft, PERFORATED, OPEN
7,321.0f, 7,324.0ft, PERFORATED, OPEN
7,335.0f, 7,376.0ft, PERFORATED, OPEN

Componert

CEMENT

Componert

CEMENT

Top M D (ft]

7.574.0

Top M D (ft)

7.670.0

Bt MD (1)

7.670.0

Bt MD (1)

7.674.0

term QD (in) Grade Wt (ppf) TopMD (ft)

CASING JOIMTIS) 14.000 20.0

ltem QD (in) Grade Wt (ppf) TopMD (ft)

CASING JOINTIS) 9.625  K-55  36.00 20.0

GUIDE SHOE 9.625 9969

Item OD (in) Grade Wt (ppf) TopMD(ft)

CASING JOINT(S) 7000 L-80 26.00 20.0

FLOAT COLLAR  7.000 75742
CASING JOINT(Z) 7.000  L-80 26.00 75765
FLOAT SHOE 7,000 7,668 2

Wel: 372-4G SIT/IR: 4G/315/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol 554 cf
Hole Size: 12.25"
Casing Size: 9.625"
Top Job: No

Rins to Sfe: Yes (22 cf)
TOC: Sfc

Interm Csg. Cmt Vol
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol 1615 cf
Hole Size: 8.75"

Casing Size: 7"

Top Job: No

Rtns to Sfe: No

TTOC: Sfc

Liner Cmt Vol
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
1100

Top of Injection Zone:
B-Sand 6821’

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (TTOC)
Apr2012

ED_001000_00042428-00001

BtmMD (ft)

60.0

BtrmtD (ft)

998 .9
998.0

BtmMD (ft)

70742
75765
76682
76700




